






TILLER
Hardened steel tines for any soil condition, 
including clay or hardpan. Till more than six 
inches deep and 40" wide on one pass.
Reversible tine direction frees jams quickly.
Max tine speed: 294 rpm @ 14.3 gpm

EARTH MOVING AND DIGGING EQUIPMENT

LEVELER
Grade, �nish, and spread topsoil and other
landscape materials. Back �ll trenches. Carry 
job site materials such as plants, fertilizer, 
irrigation supplies, and more.

SOIL CULTIVATOR
Bury stones, soil clods, debris and grass. 
Prepares seed bed in one pass, tilling soil up
to 5.5" deep. Adjustable grading bar and comb 
teeth leave perfect germination environment. 
Working width: 36"
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POWER BOX RAKE
Perfect tool for seed or sod bed preparation. 
Carbide-teeth rotary drum pulverizes rough 
soil, cuts high spots and fills low spots in
one pass and removes debris from the work 
area. Manually adjustable yoke allows 20° 
offset. Overall width: 67"; Working width: 48".

BUCKETS
Perfect for light-duty grading, leveling, and 
material handling. Buckets vary in capacity 
from 4.3 cu. ft. to 9 cu. ft. for lighter materials. 

BACKHOE
Versatile — dig foundations, plant trees, trench 
and much more. Folds to 34.5" wide for access 
to tight spaces and ease of transport. 180° 
bucket and swing arm rotation, 82"digging 
depth, and standard 13" bucket.
Stabilizer spread: 78"

TORO® DINGO® COMPACT
UTILITY LOADER ACCESSORIES

MANY ATTACHMENTS 
WITH ONE GOAL: 
PRODUCTIVITY

A wide variety of 
attachments, including 
buckets, augers, trenchers 
and forks, make the Dingo a 
more cost effective choice 
than a dedicated piece of 
equipment. In short, get 
more work done in less time.

Model # Attachment Description Dimensions (W x L x H) Weight (Lbs)

22426 Direct Drive Power Box Rake 55.4" x 49.1 x 20.9" 365

22445 40" Tiller 44/40" Tilling Width x 20" x 26" 363

23102 Soil Cultivator 51" x 51" x 21" 363

Model # Attachment Description Dimensions (W x L x H) Weight (Lbs)

23163 Backhoe 34.5" x 41" x 71" 762

23161 Wheeled Backhoe Fit-up Kit* - 21

23162 TX Backhoe Fit-up Kit** - 8

23165 Leveler 31.3" x 41.2" x 27" 162

EARTH MOVING EQUIPMENT SPECIFICATIONS

Model # Attachment Description Dimensions (W x L x H) Weight (Lbs) Capacity (cu. ft.)

22409 4 cu.ft.n Standard Bucket 42.25" x 27.75" x 17.5" 115 4

22410 Loose Materials Bucket 48" x 26" x 18" 175 6.4

22520 Narrow Bucket 34.5" x 26.7" x 25.1" 153 3.5

22340 TX 1000 Standard Bucket 41" x 23" x 15" 172 4.3

22342 TX 1000 High Volume Bucket 53.25" x 29" x 17" 253 9.0

BUCKET SPECIFICATIONS

*Backhoe fit-up kit for models 22318
**Backhoe fit-up kit for models 22321, 22322, 22323 & 22324
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CEMENT BOWL
Flighting mixes and holds cement in bowl. 
Mix, haul, and pour up to 200 lbs. Auger power 
head required (sold separately).

MANUAL OR HYDRAULIC FORKS
Transport and position trees and large shrubs 
exactly where you want them with exceptional 
maneuverability.

HYDRAULIC CONCRETE BREAKER
The hydraulic breaker is the perfect tool for 
precision demolition. Combined with the 
compact size and ease of use of the Dingo, the 
breaker simplifies the difficult job of breaking 
concrete, asphalt, rock or brick during 
renovation jobs.   
Powerful: delivers 180 ft-lbs of force and up to 
1,200 blows per min

MATERIAL HANDLING  EQUIPMENT
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MULTI-PURPOSE TOOL
Plant and haul trees or dig and breakup soil with the 3-in-1: ripper, towbar and boom.

TORO® DINGO® COMPACT
UTILITY LOADER ACCESSORIES

TACKLE A LOT MORE 
WORK IN LESS TIME.

Uses for the Toro Dingo and 
its various attachments 
are limited only by your 
imagination. 

Model # Attachment Description Dimensions (W x L x H) Weight (Lbs)

22423 Multi-Purpose Tool 24" x 4" x10" 40

- Boom Jib 0.63" x  32.4  x 9.4" 23.2

- Scarifier Teeth 2" x 13" x 11.7" 9

22442 Cement Bowl
25" diameter 

18" length
75

23135 Concrete Breaker
25" x 50" x 13"

17" length x 2" diameter
262

22414 Utility Blade 48" x 25" x 21" 212

MATERIAL HANDLING SPECIFICATIONS

Model # Attachment Description Weight (Lbs)

22475 TX Platform (Gas) 95

22476 TX Platform (Diesel) 95

MISCELLANEOUS SPECIFICATIONS

UTILITY BLADE
Backfill trenches, move or smooth dirt or 
even use to clear snow.
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MEET THE 
FAMILY

DINGO TX 1000 
NARROW TRACK   

22327

DINGO TX 1000 
 WIDE TRACK   

22328

DIMENSIONS  A Wheelbase 41" (10 cm)

B Ground Clearance 6.0" (15 cm)

 Overall Width 33.7" (86 cm 41" (104 cm)

C Overall Length 100.7" (256 cm) w/bucket; 81.7" (208 cm) w/o bucket

D Overall Height 53.2" (135 cm)

E Max Operating Height 105" (267 cm)

F Hinge Pin Height 81" (206 cm

G Dump Height 61" (155 cm)

H Dump Angle 40-degrees

I Reach - Fully Raised 24.5" (62 cm)

Ground Speed (F/R) 3.8 mph (6.1 km/h) 4.7 mph (7.6 km/h)

Weight 2,785 lbs (1263 kg) 2,790 lbs (1266 kg)

Tip Capacity 2,857 lbs (1,296 kg) 3,071 lbs (1,393 kg)

Rated Operating Capacity
(35% of Tip Capacity)*

1,000 lbs (454 kg) 1,075 lbs (488 kg)

ENGINE Engine Kubota® D1305

Manufacturer's Gross  
HP Rating at RPM**

24.9 HP (18.6 kW) @ 2600 rpm

Displacement 77 cu. in. (1262cc)

Fuel Type Diesel

Air Filter Heavy-duty, remote

Cooling System Liquid Cooled

Fuel Tank 11.5 gallons (44 liters)

Oil Capacity 6.0 quarts (5.7 liters)

Loader Arms Vertical

OPERATION Hydraulic  Pressure 3,000 PSI

Hydraulic Flow Traction: 13.3 gpm (each pump); Auxiliary: 14.3 gpm

Reservoir Capacity 10 gallons (57.5 liters)

TRACKS Tracks Sprocket-drive, 6 road wheels per side

Traction Dual hydrostatic pump

Track Length x Width 127.6" x 5.9" (324 cm x 15 cm) 127.6" x 9.5" (324 cm x 24 cm)

Ground Pressure 5.6 PSI 3.6 PSI

TX 525   
22323

TX 525 WIDE  
22324

TX 427   
22321

TX 427 WIDE 
22322

A  Wheelbase 31.2" (79 cm) 31.2" (79 cm)

B  Ground Clearance 4.6" (11.7 cm) 4.6" (11.7 cm)

    Overall Width 33.7" (85.6 cm) 41" (104 cm) 33.7" (85.6 cm) 41" (104 cm)

C  Overall Length 92" (233.7 cm) w/bucket; 70.7" (180 cm) w/o bucket 92" (233.7 cm) w/bucket; 70.7" (180 cm) w/o bucket

D  Overall  Height 46.1" (117.1 cm) 46.1" (117.1 cm)

E  Max Operating Height 90.1" (229 cm) 90.1" (229 cm)

F  Hinge Pin Height 65.8" (167.1 cm) 65.8" (167.1 cm)

G  Dump Height 46.1" (117.1 cm) 46.1" (117.1 cm)

H  Dump Angle 38-degrees 38-degrees

I  Reach - Fully Raised 21.8" (55.4 cm) 21.8" (55.4 cm) 

Ground Speed (F/R) 0-4.5 mph (0-7.2 km/h) / 0-2.0 mph (0-3.2 km/h) 0-4.5 mph (0-7.2 km/h) / 0-2.0 mph (0-3.2 km/h)

Weight 1,904 lbs (864 kg) 2,013 lbs (907 kg) 1,882 lbs (854 kg) 1,990 lbs (902 kg) 

Tip Capacity 1,580 lbs. (717 kg) 1,530 lbs. (694 kg)

Rated Operating Capacity
(35% of Tip Capacity)*

553 lbs. (251 kg) 535 lbs. (243 kg)

Engine Kubota D902 Kohler Command Pro Series CH 740

Manufacturer's Gross  
HP Rating at RPM**

23.3 HP (17.3 kW) @ 3400 rpm 25 HP (20.1 kW) @ 3600 rpm

Displacement 55 cu. in. (901cc)  44 cu. in. (725cc)

Fuel Type Diesel Gas

Air Filter Heavy-duty, remote Heavy-duty, remote

Cooling System Liquid Cooled  Air Cooled

Fuel Tank 6.0 gallons (23 liters) 6.0 gallons (23 liters)

Oil Capacity 3.84 quarts (3.63 liters) 2.0 quarts (2.95 liters) 2.0 quarts (2.95 liters)

Loader Arms Radial Radial

Hydraulic Pressure 3,000 PSI 3,000 PSI

Hydraulic Flow Traction: 16.9 gpm (each pump); Auxiliary: 13.8 gpm Traction: 16.9 gpm (each pump); Auxiliary: 11.4 gpm

Reservoir Capacity  10.5 gallons (40 liters)  10.5 gallons (40 liters)

Tracks Sprocket-drive, 10 road wheels per side Sprocket-drive, 10 road wheels per side

Traction Dual hydrostatic pump Dual hydrostatic pump

Track Length 96.6" x 5.9" (245 cm x 15 cm) 96.6" x 9.5" (245 cm x 24 cm) 96.6" x 5.9" (245 cm x 15 cm) 96.6" x 9.5" (245 cm x 24 cm)

Ground Pressure 5.0 PSI 3.5 PSI 5.0 PSI 3.5 PSI

DINGO TX 1000 SPECIFICATIONS DINGO TX 427 & TX 525 SPECIFICATIONS

* Per ISO 14397-1
** Per SAE 1995

* Per ISO 14397-1
** Per SAE 1995
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TX 525   
22323

TX 525 WIDE  
22324

TX 427   
22321

TX 427 WIDE 
22322

A  Wheelbase 31.2" (79 cm) 31.2" (79 cm)

B  Ground Clearance 4.6" (11.7 cm) 4.6" (11.7 cm)

    Overall Width 33.7" (85.6 cm) 41" (104 cm) 33.7" (85.6 cm) 41" (104 cm)

C  Overall Length 92" (233.7 cm) w/bucket; 70.7" (180 cm) w/o bucket 92" (233.7 cm) w/bucket; 70.7" (180 cm) w/o bucket

D  Overall  Height 46.1" (117.1 cm) 46.1" (117.1 cm)

E  Max Operating Height 90.1" (229 cm) 90.1" (229 cm)

F  Hinge Pin Height 65.8" (167.1 cm) 65.8" (167.1 cm)

G  Dump Height 46.1" (117.1 cm) 46.1" (117.1 cm)

H  Dump Angle 38-degrees 38-degrees

I  Reach - Fully Raised 21.8" (55.4 cm) 21.8" (55.4 cm) 

Ground Speed (F/R) 0-4.5 mph (0-7.2 km/h) / 0-2.0 mph (0-3.2 km/h) 0-4.5 mph (0-7.2 km/h) / 0-2.0 mph (0-3.2 km/h)

Weight 1,904 lbs (864 kg) 2,013 lbs (907 kg) 1,882 lbs (854 kg) 1,990 lbs (902 kg) 

Tip Capacity 1,580 lbs. (717 kg) 1,530 lbs. (694 kg)

Rated Operating Capacity
(35% of Tip Capacity)*

553 lbs. (251 kg) 535 lbs. (243 kg)

Engine Kubota D902 Kohler Command Pro Series CH 740

Manufacturer's Gross  
HP Rating at RPM**

23.3 HP (17.3 kW) @ 3400 rpm 25 HP (20.1 kW) @ 3600 rpm

Displacement 55 cu. in. (901cc)  44 cu. in. (725cc)

Fuel Type Diesel Gas

Air Filter Heavy-duty, remote Heavy-duty, remote

Cooling System Liquid Cooled  Air Cooled

Fuel Tank 6.0 gallons (23 liters) 6.0 gallons (23 liters)

Oil Capacity 3.84 quarts (3.63 liters) 2.0 quarts (2.95 liters) 2.0 quarts (2.95 liters)

Loader Arms Radial Radial

Hydraulic Pressure 3,000 PSI 3,000 PSI

Hydraulic Flow Traction: 16.9 gpm (each pump); Auxiliary: 13.8 gpm Traction: 16.9 gpm (each pump); Auxiliary: 11.4 gpm

Reservoir Capacity  10.5 gallons (40 liters)  10.5 gallons (40 liters)

Tracks Sprocket-drive, 10 road wheels per side Sprocket-drive, 10 road wheels per side

Traction Dual hydrostatic pump Dual hydrostatic pump

Track Length 96.6" x 5.9" (245 cm x 15 cm) 96.6" x 9.5" (245 cm x 24 cm) 96.6" x 5.9" (245 cm x 15 cm) 96.6" x 9.5" (245 cm x 24 cm)

Ground Pressure 5.0 PSI 3.5 PSI 5.0 PSI 3.5 PSI

DINGO 323   
22318

DINGO 320-D   
22337CP

A  Wheelbase 28" (71 cm)

B  Ground Clearance 5.8" (15 cm) front & rear

Overall Width 40.5" (103 cm) standard tires; 35" (90 cm) narrow tires

C  Overall Length 82.2" (208.8 cm) w/bucket; 62" (157.5 cm) w/o bucket

D  Overall Height 48.7" (123.7 cm)

E  Max Operating Height 91.2" (231.6 cm)

F  Hinge Pin Height 66" (167.6 cm)

G  Dump Height 47" (119 cm)

H  Dump Angle 34-degrees

I  Reach – Fully Raised 28" (71.1 cm)

Ground Speed (F/R) 0-3.7 mph (0-6 km/h) / 0-3.7 mph (0-6 km/h)
0-3.0 mph (0-4.8 km/h) / 0-3.0 mph 

(0-4.8 km/h)

Weight 1,567 lbs (711 kg) 1,722 lbs (781 kg)

Tip Capacity 1,030 lbs (467 kg) 1,048 lbs (146 kg)

Rated Operating Capacity
(50% of Tip Capacity)*

515 lbs. (234 kg) 524 lbs. (238 kg)

Engine Kohler® Command Series CH23 Kubota D722

Manufacturer's Gross  
HP Rating at RPM*

23 HP (17.2 kW) @ 3600 rpm 20 HP (14.9 kW) @ 3600 rpm

Displacement 41 cu. in. (674cc) 43.88 cu. in. (719 cc)

Fuel Type Gas Diesel

Air Filter Heavy-duty, remote 

Cooling System Air Cooled Liquid Cooled

Fuel Tank 11.2 gallon (42.4 liter) 4 gallon (15 liter) 

Oil Capacity 2 quarts (1.9 liter) 3.4 quarts (3.2 liter)

Loader Arms Radial

Hydraulic Pressure 3,250 PSI

Hydraulic Flow 10.8 gpm high-flow hydraulic circuit, 4 gpm low-flow hydraulic circuit

Reservoir Capacity 17 gallons (64 liter) 14.8 gallons (56 liter)

DINGO 220, 323 & 320-D SPECIFICATIONS
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DIMENSIONS
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	 Overall Length
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	 Maximum Operating Height

	 Hinge Pin Height 

	 Dump Height 
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* Per ISO 14397-1
** Per SAE 1995

We reserve the right to improve our products and make changes in specifications, design an d standard 

equipment without notice and without incurring obligation.
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Products depicted in this literature are for demonstration purposes only. Actual products offered

for sale may vary in use, design, required attachments and safety features. We reserve the right to

improve our products and make changes in specifications, design an d standard equipment without

notice and without incurring obligation. See your dealer for details on all our warranties.

WHEN WE SAY COUNT ON IT, WE MEAN IT 
Every product that carries the Toro brand is backed by over 100 years of history, innovation and timeless

dependability. We never stop investing in research and development to give our customers the latest

features. That’s why Toro is one of the best-known, most trusted brands in the business. 

We also stand behind our products with a nationwide network of  

knowledgeable dealers for parts and service support. Real People. Real Support.

THERE IS NO SUBSTITUTE FOR TORO GENUINE PARTS 
With Toro, quality and service don’t end when you take delivery of your equipment. Genuine

Toro parts are designed specifically for your machine to ensure it performs as intended.

For peace of mind, insist on Toro genuine parts.

facebook.com/toro.company instagram.com/thetorocompany youtube.com/torotwitter.com/TheToroCompany
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